
 

OMNITRONIC M-60 Dynamic Microphone
Dynamic microphone for studio and live applications

Art. No.: 13000445
GTIN: 4026397337006

List price: 35.58 €
incl. 19% VAT.

Logistic

EAN / GTIN: 4026397337006

Weight: 0,77 kg

Length: 0.30 m

Width: 0.12 m

Heigth: 0.07 m

Features:

- Ideal for song transmission or instrument controlling
- Rubber-coated handle
- Polar pattern: Cardioid
- For application areas such as: Wedding/gala/events; mobile djs / entertainer
 Package contents
- 1 x user manual, 1 x adapter cable, 1 x case, 1 x microphone

Technical specifications:

Type: Vocal microphone; microphone for instruments

Capsule type: Dynamic

Polar pattern: Cardioid

Frequency range: 50 - 15000 Hz

Sensitivity: -52 dB

Max. SPL: 147 dB

Impedance: 600 Ohm

Connections: Microphone via 1 x 3-pin XLR

Transducer type: Dynamic

Switch: On/off switch

Dimensions: Length: 17,5 cm
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 Diameter: Ø 5,3 cm

Weight: 0,52 kg

Adapter cable  

Cable length: 5 m

Plug A: 1 x 3-pin XLR (F)

Plug B: 1 x 6.3 mm jack (mono)

Weight: 0,200 kg

Microphone  

Material: Metal

Weight: 0,310 kg
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