
 

OMNITRONIC MIC 85S Dynamic Microphone with Switch
Dynamic vocal microphone for studio and stage

Art. No.: 13030913
GTIN: 4026397535488

List price: 35.58 €
incl. 19% VAT.

Logistic

EAN / GTIN: 4026397535488

Weight: 0,70 kg

Length: 0.26 m

Width: 0.12 m

Heigth: 0.08 m

Features:

- Dynamic microphone with cardioid characteristic for vocal applications
- Tailored frequency response for clear and accentuated reproduction of lead and background

vocals on stage

- Low-wear reed switch, silent during operation
- Pneumatic shock-mount system effectively reduces handling noise
- Cardioid pickup pattern for effective feedback elimination
- Robust diecast body and solid steel basket, applicable for touring
- Polar pattern: Cardioid
- For application areas such as: Wedding/gala/events; mobile djs / entertainer
 Package contents
- 1 x microphone, 1 x xLR cable, 1 x holder, 1 x user manual

Technical specifications:

Type: Vocal microphone

Capsule type: Dynamic

Polar pattern: Cardioid

Frequency range: 50 - 16000 Hz

Sensitivity: -54 dB

Impedance: 500 Ohm

Connections: Microphone via 3-pin XLR
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Switch: On/off switch

Weight: 540 g
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