
 

EUROLITE EDX-1805 DMX Dimmer pack
18-channel DMX dimmer for fixed installation and wall mounting

Art. No.: 70064145
GTIN: 4026397210682

The article is no longer in our assortment.

Logistic

EAN / GTIN: 4026397210682

Weight: 11,00 kg

Length: 0.62 m

Width: 0.56 m

Heigth: 0.20 m

Features:

- Channel outputs at the rear panel via pole connectors
- Lamp pre-heat for dimmed channels
- 5 A per channel
- 3-phase connection
- The channels can either be dimmed or switched
- 12 built-in programs
- Only for professional use

Technical specifications:

Dimensions: Width: 48,3 cm

 Depth: 54 cm

 Height: 8,9 cm

Power supply: 230-380 V AC, 50 Hz 

Max. power output: 20700 W

Max. current: 90 A

Number of control channels: 18

Max. output/channel: 1150 W

Max. current/channel: 5 A

Integrated programs: 12

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® and Dimavery® are trademarks of Steinigke Showtechnic GmbH, Andreas-Bauer-Straße 5, DE-97297 Waldbüttelbrunn
All rights reserved. Subject to change without notice. Errors and omissions excepted.Illustration only. Actual item may differ from photo.

https://www.steinigke.de/de/mpn70064145.html


DMX output: 3-pin female XLR socket

DMX input: 3-pin male XLR socket

Dimensions (W x D x H): 540 x 482 x 93 mm

Weight: 10 kg
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