(@ OMNITRONIC )

OMNITRONIC COMBO-70 Active PA system

Systeme de sonorisation compacte Combo 150 W

Réf. : 11038895
GTIN: 4026397206128
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L'article n'est plus disponible.

Caractéristiques:

Logistique

- Low-noise 4-channel mic/line mixer

- 4 mono inputs with XLR sockets and balanced line inputs
- Integrated echo

- 2-band EQ for all inputs

- Connection for one line signal via adjustable aux input, e.g. for playing back multi-media

applications from PC, Laptop or portable MP3 player
- Master control with 2-fold tone control and reverb
- Aux send for controlling external effectors
- Aux return with balanced 6.3 mm jack socket
- Powerful mono amplifier included
- Two 150 W speaker system included
- Output power 75 W RMS/4 ohms
- With speaker flange for installation on a speaker stand or wall holder

Données techniques:

Alimentation électrique: 230 V AC, 50 Hz
Puissance totale de raccordement: 150,00 W
Puissance de sortie: Max. 150 W
Plage de fréquence: 50 - 18000 Hz
Dimension: Largeur : 24 cm

Profondeur : 14 cm

EAN / GTIN: 4026397206128
Poids: 30,15 kg

Longueur: 0.52 m

Largeur: 0.37 m

Hauteur: 0.67 m
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Hauteur : 48 cm

Poids: 27,20 kg

General:

Dimensions: 480 x 240 x 140 mm
Control unit:

Inputs:

4 mono XLR or balanced 6.3 mm jacks
1 stereo RCA

1 aux return balanced 6.3 mm jack
Outputs:

2 speaker out Speaker

1 aux send balanced 6.3 mm jack

Speaker system:

Rated power: 100 W RMS
Program power: 150 W
Components: 25 cm woofer (10"), 2.5 cm horn (1)
Sensitivity: 95 dB

Impedance: 8 ohms

Dimensions: 450 x 335 x 240 mm
Amplifier:

Nominal power output: 75 W RMS/4 ohms
Maximum power output: 150 W/4 ohms
Distortion: 0.05 %

S/N ratio: >90 dB
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