
 

NEUTRIK NYS-SPP-L1 Patchpanel
Neutrik NYS-SPP-L1 patchbay

Réf. : 30226750
GTIN: 4026397486018

L'article n'est plus disponible.

Logistique

EAN / GTIN: 4026397486018

Poids: 1,45 kg

Longueur: 0.54 m

Largeur: 0.12 m

Hauteur: 0.07 m

Caractéristiques:

- Stereo patchbay for avoiding cable chaos
- Balanced multi-functional 48-point patchbay with 3 operating modes
- Provides professional and well-arranged cabeling in your studio
- 24 channels on individally turnable plug-in cards, each with pairs of 6.3 mm jacks on the front

and rear panel

- Individually selectable grounding option and operating modes:
- NORMAL interconnects the two rear jacks of a channel, inserting a plug into one of the front

jacks interrupts the connection

- THRU interconnects each rear jack with its corresponding front jack
- HALF NORMAL interconnects the two rear jacks of a channel, inserting a plug into the lower

front jack interrupts the connection

- Solid steel case
- Rack installation, 1 U
- (19") 48,3 cm installation en rack  1 HE

Données techniques:

Conception du boîtier: (19") 48,3 cm installation en rack  1 HE

Dimension: Largeur : 48,3 cm

 Hauteur : 4,45 cm

Poids: 1,25 kg
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