
 

EUROLITE ACL Blinder DMX black
High-quality stage version with a very high luminous efficiency

Réf. : 42103465
GTIN: 4026397266511

L'article n'est plus disponible.

Logistique

EAN / GTIN: 4026397266511

Poids: 11,90 kg

Longueur: 0.83 m

Largeur: 0.17 m

Hauteur: 0.70 m

Description:

A facelift for a well-tried object. Normally, the lamps of audience blinders are adjusted in a
parallel manner and the rays spread enormously. Now, with the ACL-Blinder, the lamps are
installed like a circle, so that the beams stay close to one another and form a real big spot. This
first-quality stage version has a very high luminous effeciency and is a worthy partner on tour.

Caractéristiques:

- New design featuring circularly adjustable lamp rows
- For 8 PAR-36 (28 V/250 W) lamps
- Extreme and lightning-fast light displays
- A rugged housing makes it suitable for road use
- 1 controllable DMX channel
- Max. output and selectable
- Manual dimming possible
- LED-display for adjusting the DMX-starting address
- Ceiling or trussing installation possible

Données techniques:

Alimentation électrique: 230 V AC, 50 Hz

Puissance totale de raccordement: 2100,00 W

Canaux DMX: 1

Dimension: Largeur : 65 cm

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® et Dimavery® sont des marques de Steinigke Showtechnic GmbH, Andreas-Bauer-Straße 5, DE-97297 Waldbüttelbrunn
Tous droits réservés. Sous réserve de modifications techniques et d'erreurs.  Toutes les photos sont similaires, les illustrations le sont en partie.

https://www.steinigke.de/de/mpn42103465.html


 Profondeur : 10,5 cm

 Hauteur : 72,5 cm

DMX channels: 1

Dimensions (L x W x H): 105 x 650 x 725 mm

Weight: 9 kg

On-period: 2 minutes

Cooling time: 2 minutes

Spécifications juridiques  

Produit spécial: Non destiné à l'éclairage de la pièce dans les
ménages

Utilisation: Éclairage pour effets de spectacle
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