eurolite

EUROLITE Logiciel DMX Pro Control 1024 Réf. : 51860116

Logiciel de controle d'éclairage et interface USB, 2 univers DMX GTIN: 4026397513837

L'article n'est plus disponible.

Caractéristiques: Logistique

- 2 x software incl. USB interface (Pro Control + LED PC-Control) EAN/GTIN: 4026397513837

- Supports Windows 7+8+10, Mac OS X and Linux Poids: 0,30 kg
. . . Longueur: 0.14 m
- Graphic and user-friendly live board for touchscreens and smartphones

- Remotely trigger scenes and programs via WIFI with your smartphone or instantly change RGB
colors of your LED lights and much more Hauteur: 0.06 m

Largeur: 0.20 m

- Automatic program generator with X-Pan, Y-Tilt and RGB effects

- Graphic patch editor for DMX fixture addressing

- Quick fixture profile editor with 3000 files (libraries) included

- Advanced Matrix editor to allow all LED configurations

- Multiple menu languages (e.g. French, English, German)

- Full RGB (W/A) color and dimmer management and rendering

- Graphic 2D edition of fixtures

- Upto 5120 channels with several plugged interfaces

- Colors, dimmer, speed, black out and pause can be managed in live mode

- Fade-in time between programs and scenes

- Multiple program triggers

- DMX output speed signal can be configured for perfect DMX line stability and full compatibility
with any electronic fixtures (Mab, Break, Delay, frequency 1 to 45 Hz)

- Durable aluminum housing with mounting flange

- Minimum configuration required: operating system: Mac Os X, Windows 32 or 64 bit (2000, XP,
Vista, 7) and CPU: 1 GHz, RAM memory: 512 Mb, hard disk space: 150 MB

- Peut envoyer jusqu'a 1024 canaux DMX

- Commandé via DMX; SmartBoard DMX App

- L'appareil peut étre connecté au PC via USB, Connecté a LED PC-Control 512
L'étendue des fournitures

- 1 x Appareil, 1 x CD, 1 x Céable USB
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Données techniques:

Branchement électrique: Alimentation électrique via mini-USB (F) version
encastrable cable d'alimentation pour
raccordement au réseau USB A (inclus dans la

livraison)
Tramite
Canaux DMX: Sortie 1024
Commande: DMX; SmartBoard DMX App
Port USB: Type mini-USB (F) version encastrable
Couleur: Noir
PC connect: LED PC-Control 512 via USB
Poids: 0,21 kg
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