eurolite

EUROLITE LED Strobe COB PRO 8x20W DMX RGB Réf. : 52200872

Stroboscope, 8 x LED COB 20 W a mélange de couleurs RGB GTIN: 4026397615470
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L'article n'est plus disponible.

Description: Logistique

EAN / GTIN: 4026397615470
Poids: 2,50 kg
Longueur: 0.09 m

This LED strobe is equipped with 8 x 20-watt RGB COB LEDs and combines strobe and blinder
effects. It lets you create both dynamic stage shows and the more low-key effects in between
with a single fixture.

Largeur: 0.36 m
You can choose from three different operation modes: master-slave, stand-alone and DMX Hauteur: 0.18 m
mode (7 DMX channels). The integrated microphone makes for great light effects to the rhythm
of the music.
The fixture has 3-pin DMX connectors as well as an IEC input to connect it to the mains.

Caractéristiques:

- Operable in stand-alone mode or via DMX
- Equipped with eight powerful 20 W RGB COB LEDs
- Addressing and setting via control board with LED display and four operating buttons
- Functions: internal programs, Blinder effect, dimmer, Master/Slave
- Elaborate reflector system
- Compact housing with mounting bracket and fixation screws
- Switch-mode power supply for operation between 100 and 240 Volts
- Ready for connection via included IEC power cord with safety power plug
- 8 LED puissantes 20 W COB (Chip-on-board) 3in1 TCL RGB (mélange de couleurs homogéene)
- Effet stroboscope
- Commandé via DMX; commande de la musique via microphone
- Déja préprogrammé pour Light'J; LED PC-Control 512
- Ecran LED 7 segments 4 chiffres
L'étendue des fournitures
- 1 x Appareil, 1 x Cable secteur/cable d'alimentation, 1 x Mode d'emploi
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Données techniques:

Alimentation électrique: 100-240 V CA, 50/60 Hz

Puissance totale de raccordement: 120w

Type de protection: 1P20

Classe de protection: SK1

Branchement électrique: Alimentation électrique via appareils froids (M)

version encastrable cable d'alimentation a prise
contact de protection ci-joint

Tramite
Longueur du céble: 1,4m
Type de lampe: Lampe LED
Type de LED: 8 x 20 W COB (Chip-on-board) 3in1 TCL RGB
(mélange de couleurs homogene)
Canaux DMX: 7
Entrée DMX: 1 x XLR (M) 3 broches version encastrable
Sortie DMX: 1 x XLR (F) 3 broches version encastrable
Commande: DMX; commande de la musique via microphone
Préprogrammé dans: Light'J; LED PC-Control 512
Type d'écran: Ecran LED 7 segments 4 chiffres
Dimension: Largeur : 36,5 cm

Profondeur : 9 cm
Hauteur : 18,5 cm

Poids: 2,29 kg

Produit spécial: Non destiné a I'éclairage de la piéce dans les
ménages

Utilisation: Eclairage pour effets de spectacle
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