eurolite

EUROLITE Video Booster LVH-4 Réf. : 81013204

Amplificateur de ligne vidéo a égaliseur GTIN: 4026397324815

Prix de catalogue: 55.34 €
TVA 19% incl.

Description: Logistique

EAN / GTIN: 4026397324815
Poids: 0,09 kg
Longueur: 0.09 m

The Video Booster amplifies your signal to keep the quality high even over long distances of up
to 600 meters. Of course, it can also be used to amplify a naturally weak signal to reach the

desired quality standard. All this comes in an extremely compact design.
Largeur: 0.04 m

Hauteur: 0.05 m
Caractéristiques:

- Egalisation et compensation des pertes de signal sur les longues distances de cables (max.
600 m)

- Entrée et sortie 75 ohms par connecteur BNC
- Amplification et égalisation réglables séparément
- Extrémement compact

Données techniques:

Alimentation électrique: 12-24V CC 30 mA
12-24V CA 30 mA

Rapport signal/bruit: >70 dB

Dimension: Largeur : 7,6 cm
Profondeur : 4,1 cm
Hauteur : 3,1 cm

Poids: 0,07 kg

1 x video input: 1 Vpp/ 75 ohms, BNC
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1 x video output: 1 Vpp/ 75 ohms, BNC

Gain: adjustable to +5 dB
Bandwidth: 10 MHz
Equalization adjustment: 0 dB to +4 dB/ 3.58 MHz

0 dBto +7 dB/ 5 MHz
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