eurolite

EUROLITE STP-10 MK2 for 10x GU-10 DMX Bar Art.n.: 42103810
Extremely bright floodlight with DMX control GTIN: 4026397423839
ety

L'articolo non € piu disponibile.

Features : Logistica

EAN / GTIN: 4026397423839
Peso : 6,65 kg
Lunghezza : 1.06 m

- 1, 2,5 0r 10 DMX channels selectable for numerous applications

- DMX-controlled operation or stand-alone operation

- DMX control via any standard DMX controller

- Addressing and setting via control panel with 4-digit LED screen and four operating buttons
- For use on stages, catwalks, crossheam systems, or decoration

- For 10 x GU-10 230V/75W lamp

- Control 10 lamps together or singly via DMX 10 channels

- 16 internal programs, Auto mode, all lamps full on

- Speed of internal programs and dimmer intensity programmable

- Lamp pre-heat for long lamp life

- Memory function

- Extreme and lightning-fast light displays

- Elegant slim housing

- Floor, ceiling or trussing installation possible

- Feed-through output allows to power another device

- After every 8 bars the fixtures must have a renewed connection with the power mains
- Ready for connection via powercon

- Controllabile via stand-alone; DMX

Larghezza: 0.14 m
Altezza : 0.20 m

Dati tecnici :

Alimentazione elettrica: 230 V AC, 50 Hz
Potenza totale installata: 750 W

Grado di protezione: 1P20

Eurolite®, Futurelight®, PSSO®, Roadinger®, Alutruss®, Europalms® und Dimavery® sind Marken der Steinigke Showtechnic GmbH, Andreas-Bauer-Stral3e 5, DE-97297 Waldbiittelbrunn
Alle Rechte vorbehalten. Technische Anderungen und Irrtum vorbehalten. Alle Bilder &hnlich, zum Teil Symbolfotos.
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Allacciamento elettrico:

Alimentazione dell'energia elettrica tramite

PowerCON (blu), versione da incasso cavo di

alimentazione con spina di protezione (in
dotazione)

Uscita di corrente:

1 x PowerCON (grigio), versione da incasso

Tipo di lampada:

Lampada alogena

Canali DMX:

1;2;5;10

Ingresso DMX:

1 x XLR (M) a 3 poli versione da incasso

Uscita DMX:

1 x XLR (F) a 3 poli versione da incasso

Attivazione:

Stand-alone; DMX

Colore della custodia:

Nero

Misure: Larghezza: 105 cm
Profondita: 12 cm
Altezza: 15,5 cm
Peso: 5,95 kg

Specifiche legali

Prodotto speciale:

Non destinato all'illuminazione di ambienti
domestici

Destinazione d'uso:

llluminazione per effetti speciali
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