eurolite

EUROLITE LED DMX Pixel Tube 16 RGB IP20 Art.n.: 51928602
Intelligent multicolor LED tube with DMX control GTIN: 4026397371642
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L'articolo non € piu disponibile.

Features : Logistica

- Tube with 144 LEDs: (48 x red, 48 x green, 48 x blue) EAN/GTIN: 4026397371642

- Subdivided into 16 pixels (illumination units @ 9 LEDs) which can be controlled individually by Peso:1,65kg
DMX Lunghezza : 1.06 m

Larghezza : 0.10 m
Altezza : 0.08 m

- DMX-control or stand-alone control possible with master/slave function

- Mode selection via DIP switches

- DMX-control with 48 control channels via any standard DMX controller

- Automatic color changes and 22 internal programs with variable speed

- Sound-control via built-in microphone

- Blackout function

- Can be cascaded as desired in order to built-up large effect areas

- Plastic housing with brackets for indoor wall mounting and ceiling suspension

- Ready for connection with power cord and safety-plug

- Advantages of LED technology: long life of the LEDs, low power consumption, minimal heat
emission, defacto maintenance free with brilliant light radiation

- Il dispositivo & raffreddato tramite Raffreddamento a convezione passiva

- Controllabile via stand-alone; DMX

- Gia pre-programmato con LED PC-Control 512

Dati tecnici :

Alimentazione elettrica: 230 V AC, 50 Hz
Potenza totale installata: 38,00 W

Grado di protezione: 1P20
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Raffreddamento: Raffreddamento a convezione passiva

Attivazione: Stand-alone; DMX
Pre-programmato con: LED PC-Control 512
Angolazione del fascio di luce (1/2 picco): 120°

Colore della custodia: Bianco

Misure: Lunghezza: 100 cm

Profondita: 5 cm
Altezza: 7,5 cm

Peso: 1,35 kg

DMX channels: 48

DMX connection: 3-pin XLR

Sound-control: via built-in microphone

LED number: 144 (R48, G48, B48)

Beam angle: 120°

Dimensions: 1005 x 50 x 75 mm

Prodotto speciale: Non destinato all'illuminazione di ambienti
domestici

Destinazione d'uso: llluminazione per effetti speciali
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